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optical distribution equipm
ent

Features:
•	MPK-48 and MPK-72 modules are designed for installation in PSU-1 cabinets with all available 

depths
•	capacities: 48 (MPK-48), 72 (MPK-72) E-2000, SC or LC connectors/adapters 
•	outdoor cable loose tube storage basket at the module bottom
•	MPK modules accept multipatchcords, fibres entering the module routed in splittable protective 

tube 
•	module heights: MPK-48 100 mm, MPK-72 150 mm
•	hinged splice trays provide easy and quick splice instalation and organisation

The set includes:
•	hinged module fixing
•	adapter plate
•	KS-24 splice trays
•	cable ties and cable bands
•	 installation and handling instructions
•	 installation kit

Configurations:

Modules for PSU-1 MPK-48, MPK-72

Module MPK-48 (for PSU-1)

Ordering:
MPK-48-L-35-48E2A-K - module for PSU-1 cabinet with single module mounting frame installed  
on the left cabinet side, depth 350 mm, equipped with 48 E2000/APC pigtails and adapters

Module MPK-72 (for PSU-1)

A B C D E description

MPK module dedicated for PSU-1 cabinet

48 module capacity

72 module capacity

L cabinet type, hinged frame type (L-left)

P cabinet type, hinged frame type (P-right)

35 cabinet depth 350 mm

48E2A-K equipped with 48 pigtails and 48 adapters E2000/APC

48SCA-K equipped with 48 pigtails and 48 adapters SC/APC

72SCP-K equipped with 72 pigtails and 72 adapters SC/APC

72LCP-K equipped with 72 pigtails and 72 adapters LC/APC


