
OPTOMER Meller Rzetelski sp. j. | Kaczencowa 8 | 91-214 Lodz, Poland
www.optomer.pl

This document is intended as a guide only. Whilst the information it contains is believed to be correct, OPTOMER can take no responsibility for actions taken based on the information contained in this document. 
OPTOMER reserves the right to make changes to this document without notice. All sales of product are subject to OPTOMER's terms and conditions of sale only, which can be found on OPTOMER's website. This 
document is protected by copyright © OPTOMER Meller Rzetelski sp. j. [2022]. The products depicted are protected by intellectual property rights. Any unauthorized copying of this document or of our products  
is prohibited and OPTOMER will take action to prevent any infringement of its rights and to claim damages for the loss that it suffers.

optical distribution equipm
ent

optical distribution equipm
ent

Features:
•	outdoor cable loose tubes protection inside and between racks and cabinets
•	high crush and bending resistance
•	available various types: with pulling wire, splittable, UV stabilised, halogen free, flame retardant,  

for outdoor applications

Technical specifications:

Protective tubes

Protective tubes inner/outer diameter [mm] type

WO-16 10,5/16,0

black corrugated tube with pulling wire - self-extingushing material,
for outdoor cable loose tube and patchcord cable protection

WO-20 15,0/20,0

WO-25 19,0/25,0

WO-32 26,0/32,0

WO-40 33,0/40,0

WO-50 43,0-50,0

WO/LSZH-15 11,4/15,0

black corrugated tube with pulling wire - self-extingushing material, halogen
free, for outdoor cable loose tube and patchcord cable protection

WO/LSZH-21 16,0/21,0

WO/LSZH-25 21,0/25,0

WO/LSZH-32 26,0/32,0

WO/LSZH-40 32,0/40,0

WO/LSZH-52 44,0/52,0

WOD-10B 8,7/13,6

black splittable corrugated tube
for outdoor cable loose tube protection

WOD-14B 12,5/18,5

WOD-20B 19,5/25,5

WOD-23B 24,2/31,0

WO/SP-PU-30 30,0/36,0 corrugated tube, UV stabilised, outdoor applications


